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Installation and Operation Instructions

DESCRIPTION

S@MFY.

The Centralis DC is an individual or group control system specifically designed
to operate Somfy’s DC motor line. Each control mounts in a single gang
electrical box and can operate up to five motors as a group. By combining
o8 Centralis DC controls and IGC switches, different levels of goup or individual
control are possible. The Centralis DC also has tilting capability for horizontal
blind applications. It also has programmable intermediate position and tilt
speed.
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Part No.: 1810667

PROGRAMMING PROCEDURES

LIFT ONLY APPLICATIONS

RECORDING THE INTERMEDIATE POSITION FROM THE TOP OF THE WINDOW TREATMENT

- Bring the window treatment to its upper limit by pressing the UP button, press the STOP button. Press the STOP and DOWN buttons simultaneously until
the window covering begins to move, then release.

- Stop the window treatment at the intermediate position desired. Use the UP and DOWN buttons to make adjustments when needed.

- Press the STOP button for 5 seconds to memorize that position, the motor will respond by jogging briefly.

RECORDING THE INTERMEDIATE POSITION FROM THE BOTTOM OF THE WINDOW TREATMENT
NOTE: This position must be more than 6 seconds running time from the lower limit.
- Bring the motorized treatment to its lower limit by pressing the DOWN button, press the STOP button. Press the STOP and UP buttons simultaneously until the
motor begins to move, then release.
- Stop the window treatment at the position desired. THIS POSITION MUST BE AT LEAST 6 SECONDS RUN TIME FROM THE LOWER LIMIT. Press the
STOP button for 5 seconds to memorize that position, the motor will respond by jogging briefly.

DELETING AN INTERMEDIATE POSITION

- Briefly press the STOP button of the Centralis DC Switch to reach the desired intermediate position.
- Press the STOP and UP buttons for 10 seconds. The upper position is now deleted.

- Press the STOP and DOWN buttons for 10 seconds. The lower position is now deleted.

- Press the STOP button for 10 seconds to erase both intermediate positions.

LIFT & TILT APPLICATIONS

ADJUST THE TILT SPEED

- Move the window treatment down approximately % closed by pressing the DOWN button.

- Press the UP, DOWN and STOP buttons together for 2 seconds. The motor will respond by tilting slowly.

- Press the UP button to increase the tilt speed, or the DOWN button to decrease the speed.

- Press the STOP button for more then 5 seconds once the desired speed is reached. The motor will jog briefly to indicate the speed is memorized.

PROGRAMMING AN INTERMEDIATE POSITION

- Move the window covering to its upper limit by pressing the UP button on the Centralis DC. Press the STOP button.

- Press the STOP and DOWN buttons simultaneously until the motor begins to move, then release. Stop the window covering at the desired position.
FOR TILTING APPILICATIONS ONLY, THIS INTERMEDIATE POSITION CAN BE THE LOWER LIMIT

- Press the STOP button for 5 seconds to memorize that position, the motor will respond by moving briefly.

PROGRAMMING AUTOMATIC SLAT TITLING

- Move the window treatment approximately % closed.

- Press the STOP and UP buttons simultaneously until the window covering begins to move up, then stop it immediately.

- Adjust the tilt angle by pressing the UP or DOWN buttons. Press the CENTER button for 5 seconds to memorize the tilt position. The motor will respond by
moving briefly.

DELETING THE AUTOMATIC SLAT TILTING OR INTERMEDIATE POSITION

- To erase the automatic slat tilting, press the STOP and UP buttons simultaneously for 10 seconds.
- To erase the intermediate position, press the STOP and DOWN buttons for 10 seconds.

- Press the STOP button for 10 seconds to erase both. The motor will respond by jogging briefly.
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INSTALLATION PROCEDURES =2 I N ,\/1 .

SHADES & BLINDS

1. Connecta 12 or 24 volt DC transformer to the
terminal block as shown, ensure polarity is O 1O To Motors
correct. The transformer rating will be
determined by the motor type (LT28,
Concept25) and total current draw.

2. Connect up to 5 motors to the connector on the
back of the CENTRALIS DC.
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3. Turn on power. Press the DOWN button on the
Centralis DC. The window treatment(s)
should lower. If this is incorrect, reverse the
motor wires on that treatment.

4. Connect the optional Master Switch to the QI | pirection 1
indicated terminal block. Master Li
+12/24 VDC @ Q @ Direction 2 C(?ineerctilgr?
Power Input
common [ Q) Q) | common

OPERATING INSTRUCTIONS

A. LIFT ONLY OPERATION
. Pressing the UP button on the Centralis DC Switch will raise the window treatment. Pressing the DOWN button will lower the treatment.
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2. To stop the motorized treatment at any time, press the STOP button on the Centralis DC Switch.

3. To reach the first intermediate position, the shade must first be at the upper limit and stopped. Press the STOP button briefly and the treatment will
move to the memorized position.

4. To reach the second intermediate position, the shade must first be at the lower limit and stopped. Press the STOP button briefly and the treatment
will move to the memorized position.

B. LIFT AND TILT OPERATION
1. To raise or lower a window treatment, simply press the UP or DOWN buttons. Press the STOP button to stop the motorized treatment.

2. To operate the tilt function in horizontal blind applications, simply press and hold the directional button on the Centralis DC. When the desired slat
angle is reached, release the directional button.

3. Automatic slat tilting only has been programmed. The slats can be opened to their programmed position if the blind has been lowered and
closed. Press the STOP button on the Centralis DC and the blind will open to the pre-set angle. NOTE: The blind will NOT automatically tilt after
an UP movement.

4. Intermediate position only has been programmed. To reach the intermediate position, the blind must first be at the upper limit and stopped.
Press the STOP button and the treatment will move to the programmed position.

5. Both slat tilting and intermediate position have been programmed. If both the intermediate position and the automatic slat tilting have been
programmed, the Centralis will automatically lower the blind and open the slats. The shade must first be at the upper limit and stopped. By
pressing the STOP button, the blind will move to the intermediate position and tilt to the pre-set angle.
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